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Cisco Catalyst 9130 AP, WiFi6, Internal Antenna with
Embedded Wireless Controller

Mogen : C9130AXI-EWC-E

Cisco Catalyst 9130 AP, WiFi6, Internal Antenna with Embedded Wireless
Controller

CkopocT: 5000 Mbps

AHTeHa: Integrated antenna (2.4 GHz, peak gain 4 dBi,
internal antenna, omnidirectional in azimuth, 5 GHz, peak
gain 6 dBi, internal antenna, omnidirectional in azimuth)

WHTepdenc: 1x 100, 1000, 2500, 5000 Multigigabit
Ethernet (RJ-45) - IEEE 802.3az, Management console port
(RJ-45), USB 2.0 at 4.5W (enabled via future software)

CraHpapTu: 802.11a/b/g/n/ac/ax

CurypHocT: 802.11i, Wi-Fi Protected Access 2 (WPA2),
WPA, 802.1X, Advanced Encryption Standard (AES),
EAP-Transport Layer Security (TLS), EAP-Tunneled TLS
(TTLS), PEAP, EAP-FAST, EAP-GTC, EAP-SIM

3axpaHBaHe: 802.3at Power over Ethernet Plus (PoE+),
802.3bt Cisco Universal PoE (Cisco UPOE+, Cisco UPOE)

Ynpasnerue: Cisco DNA Center 1.3.2, integrated WebUI,
mobile app, and third party (open standards APIs)

Opyru: Number of radios: 5 GHz (8x8) Flexible radio with
2.4 (4x4) or dual 5 GHz (4x4) with 2.4 (4x4), Cisco RF ASIC,
and loT ready, Channel width: 20 MHz (2.4 GHz);
20/40/80/160 MHz (5 GHz), Concurrent MU-MIMO: 8
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