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МРЕЖОВА ТЕХНИКА > РУТЕРИ

TENDA K4W-3TC/4CH WL VIDEO KIT

Модел : TENDA K4W-3TC/4CH WL VIDEO KIT
TENDA K4W-3TC/4CH WL VIDEO KIT
Manufacturer: TENDA
Interface: 1 SATA 3.0 interface;1 x USB 2.0
Data Rate: Up to 144 Mbps
Frequency: 2.4 GHz
Power Supply: 12 V DC, 2 A
Environment: Operating Temperature: 0°C ~ 40°C (32°F ~
104°F);Storage Temperature: -30°C ~ 70°C (-22°F ~
158°F);Operating Humidity: 10% ~ 90% RH
(non-condensing);Storage Humidity: 5% ~ 95% RH
(non-condensing)
Certifications: SRRC, CE, FCC, RoHS, UKCA
LED Indicator: 1 x Dual color (red & blue) LED indicator
Other: IP Video Input: 4”;IP Video Resolution: Up to
3MP;Input Bandwidth: 60 Mbps;Output Bandwidth: 60
Mbps;HDMI Output: 1”, 2K(2560 × 1440)/30HZ, 1920 ×
1080/60Hz, 1280 × 1024/60Hz, 1280 × 720/60Hz;VGA
Output: 1”, 1920 × 1080/60Hz, 1280 × 1024/60Hz, 1280 ×
720/60Hz, HDMI/VGA simultaneous output;Video Decoding
Format: H.265, H.264;Audio Decoding Format: G.711A,
G.711U;Recording Resolution: 3MP, 1080P, 720P, VGA, nHD,
4CIF, CIF;Decoding Capability: 4”@1080P (30 fps);Stream
Type: Video, Video & Audio;Record Mode: Normal,
Alarm;Playback Mode: Instant, Channel, File, Tag;Sync
Playback: Up to 4”;Backup Mode: USB device;Capacity: Up
to 10 TB capacity for each HDD;Image Sensor: 1/2.7" CMOS
sensor;Max. Resolution: 2304 x 1296;Lens Type: 4
mm@F1.6;Video Encoding Format: H.265, H.264;Audio
Encoding Format: G.711A, G.711U;Audio Sampling Rate: 8
kHz;Audio Input: Built-in MIC;Audio Output: Built-in speaker
Dimensions: 200 mm × 200 mm × 48 mm

Цена : 385.74 лв. с ДДС

Наличност: Този продукт е бил добавен в нашия каталог на  Ср 02 април, 2025
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